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1TYPICAL INSTALLATION

QUATREAU HYDREAUBAR	
TYPICAL INSTALLATION
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1. Use template to cut worksurface Your systems is carefully packaged to prevent 
damage. If the box is damaged upon delivery 
you should photograph the damage and re-
move the contents for inspection before sign-
ing the delivery note. Equipment delivered by 
shipping agents or couriers must be insured 
by the client. 
They are not 
insured once 
they leave 
our premis-
es in Woking, 
nor will we 
be liable for 
damage in 
transit.

1. Remove and inspect HydreauBar™ sink top 
and spout, use the protective layer to rest it 
on a flat surface where it cannot be dam-
aged accidentally.

2. Inspect the top of the 
HydreauBar™contro l 
unit. On top you will see 
four opaque 3/8” elbows 
sticking up. Inspect these 
for any damages. The 
unit weighs 19.8 kg so be 
careful to use the cor-
rect lifting procedure to 
avoid hurting yourself. If 
in doubt, seek advice be-
fore lifting.		

2. Isolated mains cold water - 3/4’’ 
BSP (F) x 1/4’’ push fit (M) fitting is 
supplied with the install kit.

3. Drainage: Trapped waste with 
upstand, located back left-hand 
side of cupbopard taking care not 
to sterilise the floor space within 
cupboard where the chiller will sit.

4. Power needed - 2 X 13 amp sockets, ideally 
fitted to be able to gain easy access when 
control unit,chiller and drip tray are installed.

PRE-INSTALLATION CHECKLIST

QUATREAU HYDREAUBAR™
PRE-INSTALLATION CHECK

SECTION A
UNPACKING YOUR EQUIPMENT

WARNING: ENSURE YOU HAVE 	FUL-
LY READ THE INSTALLATION MANU-
AL BEFORE COMMENCING.

FRAGILE
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Cut down each side of the box to reveal the 
system so that you don’t have to lift it up-
wards, out of the box. Carefully place one 
hand under the front lip of the system next 
to the filter, this will give you a firm hold and 
leverage.

Tilting the system away from you, place your 
other hand under the base of the opposite 
end. This will ensure you have control of the 
weight when you lift.					   
							     
Remove from box and place on the floor.

WARNING: THE EDGES ARE HARD 
STAINLESS STEEL AND CAN DAMAGE 
CUPBOARD DOORS OR FURNITURE. 
HANDLE WITH CARE.

3. Check the packing list against the contents 
of the instillation kit.

The use of each part will be explained through 
the installation/commissioning process.

PRIOR TO INSTALLATION WE REC-
OMMEND THAT YOU READ THIS 
GUIDE AT LEAST ONCE. THIS PRO-
VIDES ALL THE INFORMATION 
REQUIRED FOR A SUCCESSFUL 
INSTALLATION. FOR MORE INFOR-
MATION VISIT WWW.QUATREAU.
COM

UNPACKING YOUR EQUIPMENT

The HB-1 control unit and Chiller Carbonator 
modules must sit underneath the tap or in an 
adjacent cupboard to the HydreauBar™ drip 
tray.

This is because the buttons in the drip tray are 
connected with wiring looms, that connect to 
the back left hand side of the HB1 control unit. 
These wiring looms should not be stretched.

A standard instillation will fit in a 600 mm 
cupboard.

There are 3 items to consider in this installa-
tion

1. HydreauBar Drip-tray
2. HydreauBar Control Unit
3. CS245 Chiller Carbonator

SECTION B
INSTALLING THE 
HYDREAUBAR™
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1. INSTALLING THE DRIP-TRAY

Using the template provided choose a suit-
able worksurface into which the Hydreau-
Bar™ drip tray will be sited. 

WARNING: WE STRONGLY RECOMMEND 
CONSULTING QUALIFIED PROFESSIONALS 
FOR ALL TEMPLATE CUT-OUTS ON ANY 
COUNTER SURFACE. ATTEMPTING TO DO 
THIS YOURSELF CAN LEAD TO SERIOUS 
DAMAGE OR INJURY.

Be careful to orientate the template correct-
ly. The tap sits to the back of the sink top so 
this is where the single hole will be cut. The 
controls sit to the front of the drip tray (4 
holes required). see FIG.2

Using a 30 mm hole saw, drill the hole for the 
spout retainer, the four holes for the button 
wiring looms and the starting hole for the HB1 
tank.

Using a jigsaw cut out the rectangle for the 
HB1 tank. Remove all rough edges. 

See warning about template cut-outs

• Decide on the drip tray’s placement and 
use the provided template to mark the 
holes on the counter, ensuring it is square.

• Mark the center points for drilling using 
the hole saw and a smaller drill bit.

• Drill all necessary holes for the spout 
and buttons, using your hole saw.

FIG. 1

FIG. 2

FIG. 3

FIG. 4

• Apply a bead of clear silicone around 
the outside edge of the drip tray before 
installation.

       see FIG.4	
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2. SITE REQUREMENTS

Confirm the presence of the following: 

(a) isolated main cold water feed, 
(b) a waste upstand, and 
(c) two separate power supplies 
(one for the chiller, one for the Hydreau-
Bar 1 control unit)

3. CONNECTING WATER AND POWER

(a) Screw the 3/4” to 1/4” push-fit fitting 
from the install kit onto your main 
cold water feed, hand-tightening it.Insert 
the blue pipe into the connector, 
ensuring a tight fit, and install the red clip.

(b) Take the 3/8” to  1/4” tube elbow from 
the fitting kit and connect it to the port 
on the wash tank/drip tray marked H2O 
IN. Then fit a length of 1/4” blue pipe long 
enough to reach the back right hand cor-
ner of the HB1.

FIG. 5

FIG. 6

see FIG.8 - to reference steps. 

FIG. 7

see FIG.5

• Slide the drip tray and tank into the hole, 
ensuring wires for the buttons do not 
snag.

• Secure the drip tray with the spout re-
tainer, aligning the locating lug with the 
hole on the drip tray.

• Use the brass nut from the install kit to 
secure it underneath and tighten it with a 
spanner. 

   (a) Install the spout, 
(b) remove protective cardboard, 
(c) align it with the bottle fill center, and 
tighten it with a 2 mm Allen key.
see FIG.6
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(c) Fit a length of 3/8” blue pipe between 
the Port marked WASH on the tank/drip 
tray to the elbow marked WASH on the 
HB1 manifold. Push both ends of the blue 
pipe firmly into the fittings and fit the red 
locking clip.

(d) Fit a length of 3/8” blue pipe between 
the Port marked TANK on the tank/drip 
tray to the elbow marked TANK on the 
HB1 manifold. Push both ends of the blue 
pipe firmly into the fittings and fit the red 
locking clip.

(e) Fit a supplied 3/8” isolator to the blue 
pipe from the bottom of the spout then 
fit a length of 3/8” blue pipe from the 
3/8” isolator to the elbow marked BOT-
TLE FILL on the HB1 manifold. Push both 
ends of the blue pipe firmly into the fit-
tings and fit the red locking clip

(f) Fit a length of 3/8” blue pipe from the 
elbow marked DRAIN on HB1 manifold to 
the waste water upstand.

(1) Using the 1/4” blue pipe from the 
mains feed in, to the port mark WATER 
IN on the HB1. 

(2) Cut into this pipe as close to where 
the 1/4 blue pipe from the H2O IN hangs 
down fro the tank/drip tray - connect 
with the supplied 1/4”-1/4”-1/4” ‘T’.

(3) Between the T and the Mains supply 
fit a 1/4” in prefilter and 1/4” isolator - 
make sure the isolator is accessible and 
fitted between the mains water in and 
the filter make sure the isolation valve 
is off.

(4) Now turn on the mains water feed. 
Fit red clip to all fittings.
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a. Connect the HB-1’s WATER OUT (left side) 	
    to the chiller’s WATER IN using the provid-        	
    ed 1/4” tube. 

Install the HB-1 and chiller in the cupboard

b. Connect the chiller’s CHILLED OUT port 
to the HB-1’s CHILL IN port using a 1/4” 
pipe. 

c. Connect the HB-1’s SODA IN port to the 
chiller’s SODA OUT port using a 1/4” pipe. 

d. Connect the chiller’s CO2 IN port to the 
supplied gas regulator, which is facto-
ry-set to 40 PSI.

HydreauBar
Control Unit

Chiller
C245

HydreauBar
Control Unit

Chiller
C245

HydreauBar
Control Unit

Chiller
C245

HydreauBar
Control Unit

 Chiller C245

EXTERNAL 
CO2

SECTION C
MAKING THE 
INTERCONNECTIONS
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(4) Connecting comms cable to button looms. 
Fit the supplied communication cables to the 
button trailing looms - make sure the labeled 
cables are connected to the corresponding 
button.

End of the installation manual. Now refer to 
the commissioning manual.

(1) Place the HB-1 into position and con	
     nect the power, ensuring it’s isolated 	
     at the plug.

(2) Install the “fill” comms cable (labeled “F” 	
      on the plug) to the top comms port and 

(3) the “wash” comms cable (labeled “W” on 	
      the plug) to the bottom comms port.

SECTION D
CONNECTING COMMS PORT & 
BUTTON LOOMS
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